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Fiber Glass Building Panels 








OUR NEW FACILITY 
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LASCOLITE 
FIBER GLASS 
PANELS 






Lascolite is the finest formulation of 
a polyester resin reinforced with 
glass fiber. The polyester resin used 
is a premium priced, weather resist- 
ant, sunlight stabilized product sup- 
plied and especially formulated for 
Lascolite panels. 

Lasco Industries maintains its own 
Laboratory to constantly analyze all 
raw materials and assure a quality 
controlled product. 

Now, with the completion of our 
new modern facility, we have the 
most complete fiberglass plant in the 
country. Designed and built to give 
service with quality, we invite you 
to visit us soon. 



LASCOLITE FLAT PANELS 

Flat Lascolite has thousands of uses. 
In glazing, you eliminate breakage 
costs because it is shatterproof. 
Lascolite is available in a large assort- 
ment of standard sized. Immediate 
delivery is assured. 

Flat Lascolite in rolls is now avail- 
able. There is no waste of special 
cutting on-the-job. Fences, signs, 
screens, etc.; you cut it to lengths to 
suit the job. No size limitations now. 
See back panel for full details. 




Lascolite is used as office and room dividers, skylights, luminous ceilings, fences, signs, 
patio coverings, avrnings. Exterior and interior use are unlimited. 





A PATIO WITH PLENTY OF LIGHT AND COOL SHADE 



LASCOLITE Gold Label 

SOLAR- BLOCK 

Over 90.000 cool patios built with Lascolite Solar Block during last three years 
Beware of copycats. For your patio insist on the Gold Solar Block Label. 



PRODUCT ADVANTAGES 



lascolite • fire-block • solar-block 



LIGHT TRANSMISSION 

Panels are translucent but not trans- 
parent. They diffuse and soften light 
which passes through them. Hence, 
provide better working light and cut 
down expensive artificial daylighting. 

LIGHT IN WEIGHT 

Lascolite panels make handling easy, 
and the tensile strength (twice most 
metals of comparable thickness) 
make them practical for portable 
units. 




HIGH STRENGTH 

Lasco Industries, makers of Las- 
colite, manufacture their own glass 
mat from the highest quality raw ma- 
terials under extremely high toler- 
ance and standards of quality con- 
trol. Hence, Lascolite panels are 
shatter proof, will not rust, crack, 
rot, sag or warp. 

COLOR PERMANENCY 

Lascolite pigments, used to color the 
resin, are the finest available. 





RESISTANCE TO ACIDS 
AND ALKALIS 

Lascolite panels are inert in the pres- 
ence of most mild acids and mild 
alkali solutions. They can be set 
directly into ground or concrete 
without fear of corrosion and they 
are rodent resistant. 

FIRE RESISTANT 

Burning embers or sparks from cigar- 
ettes, smoke stacks, etc., will not 
generate enough heat to ignite Lasco- 
lite. The glass fiber reinforcement is 
a barrier to flame break through. 

FIRE-BLOCK 

Available in a range of colors and 
all sizes and weights. Underwriters' 
Laboratory and Factory Mutual 
labeled protection assure you of 
guaranteed quality. 

SOLAR-BLOCK 

Guaranteed not to contain fillers, 
Lascolite Solar-Block is the coolest 
panel of all. 60 times less infra-red 
transmission than ordinary clear 
fiberglass. 
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STRUCTURAL DETAILS 






SUPPORTED LAP 



UNSUPPORTED LAP 



SIDE UOINT DETAIL 



END LAP 



TYPES OF INSTALLATION 



GLAZING FLAT 
LASCOLITE 

(FACTORY WINDOWS) 




For glazing up to 48" in length, the Lascolite 
should be W’ shorter than the opening. 



LUMINOUS CEILING 

HANGER STRAP 




LASCOLITE 

PANEL 



METAL BUILDING ROOF 

RIDGE ROLL 




OPTIONAL FASTENERS: 

STRAP HANGERS. COMMERCIAL STUDS, 
“J” STRAWS, PURLIN NAIL, 
SELF-TAPPING SCREWS WITH WASHER. 



CORNER ASSEMBLY 

METAL OR ASBESTOS ‘■^SCOLITE 
CORNER ROLL 




PATIO ROOF 




CROSS BRACING 
2X4 



MASTIC 
AT LAP 
CLOSURE STRIP 



Space rafters on center 2" less than the width of the 
Lascolite sheets, for example, 26" panels require rafters 
to have 24" centers except 40" panels which are 37H" on 
center. For panels larger than 26" x 10' one cross brace is 
recommended except panels 40"x 12' which should be 
braced every 4'. 



SKYLIGHT 

(BUILT UP) 



LASCOLITE 



FLASHING 




FLASHING 



SIDE LIGHTS 



LASCOLITE 




OPTIONAL FASTENERS: 
•‘J” STRAW HANGER. 
SELF-TAPPING SCREW 
WITH WASHER, 
COMMERCIAL STUD 



OFFICE DIVIDER 

LASCOLITE 



ALUMINUM CAP 
OPTIONAL 



DADO GROOVE 




RAILINGS 

USCOLITE 




PARTITION 

VERTICAL WOOD STOP • 
USCOLITE 



CORRUGATED 
WOOD MOULDING 



STANCHION - METAL 
PIPE OR WOOD 




FRAME 



ALUMINUM CORRUGATED 
MOULDING AND 
FRAMING OPTIONAL 
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PRODUCT DATA • panel shapes • sizes • colors • physical properties 



General purpose 
panels 

Corrugation 


Code 

No. 


Weight 

oz. 

per sq. 
ft. 


Colors 


Widths 


Lengths 


Special 
lengths 
to order 
♦ 


FIRE— BLOCK 
UL FM 

For installations where building 
codes specifically require ratings 
under 75. 


l'/4" 


L 


5 


All colors 
made. See 
color list 
below. Check 
distributor for 
stocking and 
non-stocking items 
available from 
local stocks or on 
mill run minimum 
order basis. 


26" 


8', 1 O', 1 2' 


* 


Code 

No. 

S 

H 


Colors — clear, green 
skylite green 


S 


6 


H 


8 


2'/2" 


L 


5 


26",27!/z", 34", 40" 


8', 10', 12' 


♦ 


S 

H 


Colors — clear, green 
skylite green 


S 


6 


H 


8 


2.67 


S 


6 


33'/2", 35" 


8', 10', 12' 


♦ 


S 

H 


Colors — clear, green 
skylite green 


H 


8 


3.00 


S 


6 


303^" 


8', 10', 12' 


♦ 


S 

H 


Colors — clear, green 
skylite green 


H 


8 


4.2 


S 


6 


33 Vz", 42" 


00 

CO 


♦ 


S 

H 


Colors — clear, green 
skylite green 


H 


8 


5-V 


S 


6 


clear, snow- 
flake, green 


26" 


8', 10', 12' 


♦ 


Not made 


Not made 


H 


8 


Special Shapes 


L 


5 


'TO ORDER — all special shapes on a mill run minimum requirement bosis only. 


S 


6 


H 


8 


Flat panels — 


S 


6 


Clear, green, 
skylite green, snowflake 


24", 30", 36" 


6', 8', 10', 12' 


For Rolls 
See Below 


Not made 


H 


8 







FIRE-BLOCK 

Underwriters' Laboratory approved, fire rating under 75. 

ELECTRICAL PROPERTIES 

Dielectric strength 500 volts per mil. 

HEAT TRANSMISSION 

B.T.U./hr./sq. ft. 

thickness/degree F 1.23 

Conduction compared to glass 60% less 

HEAT AND LIGHT TRANSMISSION 
(Based on the transmission of glass) 





light 


heat 




light 


heat 


Clear 


85% 


60.2 


Sonnet Blue 


47% 


32.8 


Skylight Green 


80% 


59.7 


Solar Block Yellow 


58% 


2.0 


Snowflake 


51 % 


40.3 


Solar Block Green 


23% 


2.2 


Green 


58% 


51.5 


Solar Block White 


58% 


2.2 


Aqua 


50% 


53.5 


Solar Block Sand 


23% 


2.2 


Salmon 


56% 


33.2 


Solar Block Pink 


47% 


2.2 


Forest Green 


26% 


52.2 


Solar Block Blue 


26% 


2.2 


For specific technical data. 


send for Transmission Report 60.34 







COMMERCIAL STANDARD 

Lascolite Heavy in both General Purpose and FIRE-BLOCK meets Commercial 
Standard CS214-57, issued by U. S. Department of Commerce. 

WEIGHTS AND THICKNESSES (Special sizes and colors on request) 
Lascolite panels are available in three average weights and thicknesses. Leader 
.040, (5 oz./sq. ft.), Standard .050, (6 oz./sq. ft.). Heavy .060 (8 oz./sq. ft.) 

COLORS: 

Green, Skylite Green, Salmon, Snowflake, Aqua, Clear, Sunshine Yellow, Sonnet 
Blue, Woodland Green, Forest Green, Solar-Block Yellow, Solar-Block Green, Solar- 
Block White, Solar-Block Sand, Solar-Block Pink, Solar-Block Blue. 

SPECIFIC GRAVITY 

(A.S.T.M. D-792) 1.46 g/cc 

WEATHER RESISTANCE 

Accelerated weathering test No loss in physical properties 

(equivalent to 1 year) 

STRENGTH (.060) 

Tensile strength (A.S.T.M. D-638) 9,(XK) — 1 3,000 psi 

Flexual strength (A.S.T.M. D-790) 19,000 — 26,000 psi 

Coefficient of thermal expansion 16x 10-^ inches 

Modulus of elasticity of flexure 750,000 psi. 

Impact strength 18.5 lbs. per in. notch 

FIRE RESISTANCE (GENERAL PURPOSE) 

Ignition point 800-900 degrees F. 

Rate of burning (A.S.T.M. D-635-44) 50 inches per min. 



HOW TO SPECIFY 

All panels shall be Gold Labeled, unadulterated, uniform thickness and color, and 
manufactured with sunlight stabilized resin and virgin fiberglass mat, as furnished 
by Lasco Industries. Average weight shall be oz./sq. ft. Average thick- 
ness shall be code ; Color shall be Shape shall 

be corrugation. All panels shall be smooth both sides, and be free of 

structural defects. 



LASCOLITE PANES AND ROLLS 

Extremely uniform and hard surfaced flat 
Lascolite can be used successfully as fac- 
tory glass replacement. Cut to size to fit 
the need, and easily installed by ordinary 
glazing techniques. 



Colors 


Weights 


Sizes 


Clear, Green, 


Code S 


135/s X 175/s 


Skylite Green, 
Snowflake 


H 


145/8 X 205/8 
155/8 X 215/8 
Other sizes to order 


Clear, Green, 


Code L 


Rolls 


Skylite Green, 


S 


24" wide 


Snowflake, Yellow 


H 


36" wide 
50' long 





LASCOPIPE AND FITTINGS 



For highest quality in plastic 
pipe, Polyethylene, PVC, ABS 
(kralastic) or Flexvinyl, specify 
Lascopipe — the lasting pipe. 
Send for complete catalog. 




ARKANSAS 
Don Matthews 
1115 Park Hill Station 
No. Little Rock, Arkansas 
SKyline 3-0450 

COLORADO 
Carroll Clement 
Pueblo, Colorado 
715 W. 13th 
Lincoln 2-6544 



SPECIFY LASCOLITE FOR QUALITY AND ECONOMY 



Dealers, Distributors, Warehouse Stocks, Coast to Coast 

Contact our factory or our nearest franchised sales representative 

REPRESENTATIVES 



CALIFORNIA (Northern) 

Park Dunford 

136 S. Clark Ave. 

Los Altos, California 
WHiteclifF 8-3664 

HAWAII 

American Factors 
P.O. Box 3230 
Honolulu 1 , Hawaii 



MICHIGAN 
Stanley Rental 
18653 Tracey 
Detroit 35, Michigan 
university 1-7777 

NEW JERSEY 
John Seeds 
140 Roseville Ave. 
Newark 7, New Jersey 
HUmboldt 5-5455 



TEXAS 
Jim Wilson 
P.O. Box 22041 
4103 Whitman 
Houston, Texas 
MAdison 3-4698 
UTAH 

Frank Delvie 
937 E. 9th South 
Salt Lake City 10, Utah 
DA 8-0648 






EXPORT 

Pacific Area 
Getz Brothers 
640 Sacramento St. 

San Francisco 11, California 



■ SINCE 1947— LASCO INDUSTRIES 

1561 Chapin Road, Montebello, California 
Los Angeles Phone: OVerbrook 5-7960 



Printed in U.S.A. 








BUILDING PANELS 



PRODUCT DATA • panel shapes • s izes • colors • physical properties 




General purpose 
panels 

Corrugation 


Code 

No. 


Weight 

ox. 

per sq. 
H. 


Colors 


Widths 


Lengths 


Special 
lengths 
to order 

* 


For insta 
codes spe 


FIRE— BLOCK 
UL FM 

nations where building 
iciflcally require ratings 
under 75. 


l'/4" 


L 


5 


All colors 
made. See 
color list 


26" 


8', 10', 12' 


. * 


Code 

No. 

S 

H 


Colors — clear, green 
skylite green 


S 


6 


H 


8 


2 / 2 " 


1 


K 










Colors — clear, green 



2.67 



3.00 



Special Shapes 



Flat panels — 



COMMERCIAL STAf 
Lascolite Heavy in I 
Standard CS214-57, is 

WEIGHTS AND THI 
Lascolite panels are < 
.040, (5 oz./sq. ft.), St 

COLORS: 

Green, Skylite Green, 
Blue, Woodland Greer 
Block White, Solar-Blo 

SPECIFIC GRAVITY 

(A.S.T.M. D-792) ... 

WEATHER RESISTA^ 

Accelerated weathering 
(equivalent to 1 year) 

STRENGTH (.060) 

Tensile strength (A.S.T 
Flexual strength (A.S. 
Coefficient of thermal « 
Modulus of elasticity • 
Impact strength 

FIRE RESISTANCE « 

Ignition point 

Rate of burning (A.S.T 



LASCOLITE I 

Extremely unifo] 
Lascolite can be 



Digitized by 




INTF RN ATIONAl 

ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.a pti.org 



BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 



httEs: //archive. 

glazing techniqut 



Colors 



Clear, Green, 
Skylite Green, 
Snowflake 



Clear, Green, 
Skylite Green, 
Snowflake, Yellow 



Colors — clear, green 
skylite green 



Colors — clear, green 
skylite green 



Colors — clear, green 
skylite green 



. . .500 volts per mil. 



1.23 

.60% less 





light 


heat 




47% 


32.8 


(Mow 


58% 


2.0 


reen 


23% 


2.2 


hite 


58% 


2.2 


ind 


23% 


2.2 


nk 


47% 


2.2 


ue 


26% 


2.2 



rkness and color, and 
OSS mat, as furnished 
sq. ft. Average thick- 

Shape shall 

ides, and be free of 




From the collection of: 



Mike Jackson, FAIA 



ARKANSAS 
Don Matthews 
1115 Park Hill Station 
No. Little Rock, Arkansas 
Skyline 3-0450 

COLORADO 
Carroll Clement 
Pueblo, Colorado 
715 W. 13th 
Lincoln 2-6544 



CALIFORNIA (Northern) 

Park Dunford 

136 S. Clark Ave. 

Los Altos, California 
WHitecliff 8-3664 

HAWAII 

American Factors 
P.O. Box 3230 
Honolulu 1 , Hawaii 



REPRESENTATIVES 

MICHIGAN 
Stanley Rental 
18653 Tracey 
Detroit 35, Michigan 
UNiversity 1-7777 

NEW JERSEY 

John Seeds 

140 Roseville Ave. 

Newark 7, New Jersey 
HUmboldt 5-5455 



TEXAS 
Jim Wilson 
P.O. Box 22041 
4103 Whitman 
Houston, Texas 
MAdison 3-4698 
UTAH 

Frank Delvie 
937 E. 9th South 
Salt Lake City 10, Utah 
DA 8-0648 



EXPORT 

Pacific Area 
Getz Brothers 
640 Sacramento St. 

San Francisco 1 1 , Californio 



— 

SINCE 1947 — LASCO INDUSTRIES 

1561 Chapin Road, Montebello, California 
Los Angeles Ph one; OVerbrook 5-7960 



Printed in U.S.A. 




